AD-A102  740  NEW  JERSEY  DEPT  OF  ENVIRONMENTAL  PROTECTION  TRENTON  —ETC  F/6  13/13 
NATIONAL  DAM  SAFETY  PROGRAM.  LOWER  KAKEOuT  DAM  (NJ00822  PASSAIC— ETC (U) 
JUL  81  R  J  MCDERMOTT »  J  E  GRIBBlN  DACW61-79-C-0011 

UNCLASSIFIED  0AEN/NAP-53842/NJ00822-81/  NL 


$ 


ft* 


T3e 


3P 


AD  A 1 0  2  7  4  0 


>- 

CL. 

<3> 

CJ 


QiSTiuB'uTiON  UNLIMITED. 

PASSAIC  RIVER  BASIN  L-“u^ 

STONE  HOUSE  BROOK.  MORRIS  COUNTY  ; 

NEW  JERSEY 


LOWER  KAKEOUT  DAM 

HJ 00822 


PHASE  1  INSPECTION  REPORT 
NATIONAL  DAM  SAFETY  PROGRAM 


Lower  takeout  Dai.i  (NJ00822  Passaic  River  Basin, 
Stone  House  Brook,  Morris  County,  New  Jersey. 
Phase  1  Inspection  Report. 


Richard  J.  /McDerrr.ott 
John  E.  /Gribbin 


(15)  DACW61-79-C-0011 

r-'" 


(V)  linal  rcpt. 


(i^)  DAEN/NAP  (19j  33342/ nj00322-3 1/0  / 

DEPARTMENT  OF  THE  ARMY 

Philadelphia  District 
Corps  of  Engineers 
Philadelphia,  Pennsylvania 


R  1  R 


$hPr  N>o 


;  D#\en(^v»-  ^3^z//vroo^22,  jd7 

““  **  ’  *  *v 


I  ■  ^  I  H 


SECURITY  CL  ASSIFICATion  OF  This  PAGE  (Wttmn  Oat*  Bntmrmd) 


REPORT  DOCUMENTATION  PAGE 


I  REPORT  NUMBER 

DAEN/NAP-53842/NJ  00822-81/07 


4.  title  (And  Submit) 

Phase  I  Inspection  Report 

National  Dam  Safety  Program 

Lower  Kakeout  Dam,  NJ00822 
Morris  County,  NJ 


7.  AuThOR(a) 

McDermott,  Richard  J.,  P.E. 
Gribbin,  John  E. ,  P.E. 


9  PERFORMING  ORGANIZATION  NAME  AND  ADDRESS 


Storch  Engineers 
220  Ridgedale  Ave. 
Florham  Park,  NJ  07932 


READ  INSTRUCTIONS 
BEFORE  COMPLETING  FORM 


V  RECIPIENT’S  CATALOG  NUMBER 


S.  TYPE  OF  REPORT  A  PERlOO  COVERED 

FINAL 


6  PERFORMING  ORG.  REPORT  NUMBER 


9  CONTRACT  OR  GRANT  NUMBER^ m) 

DA  CW6l-7‘>C  -0011 


10.  PROGRAM  ELEMENT.  PROJECT,  TASK 
AREA  A  WORK  UNIT  NUMBERS 


12.  REPORT  DATE 

July,  1981 


1  1  CONTROLLING  OFFICE  NAME  ANO  AOORESS 

NJ  Department  of  Environmental  Protection 
>  Division  of  Water  Resources 
P.0.  Box  CN029 
,  Trenton,  NJ  08625 


f  14  MONITORING  AGENCY  NAME  a  ADDRESS (II  dlllormnl  ttom  Controlling  Olltcm)  IS-  SECURITY  CLASS,  fo I  t hi*  rmport) 

j  L'.S.  Army  Engineer  District,  Philadelphia 
Custom  House,  2d  &  Chestnut  Streets  Unclassified 

Philadelphia,  PA  19106 


11.  NUMBER  OF  PAGES 

50 


ISa.  DECLASSIFICATION/DOWNGRADING 
SCHEDULE 


i6  distribution  statement  (oi  thi.  Rapoatj 


Approved  for  public  release;  distribution  unlimited. 


»7.  DISTRIBUTION  STATEMENT  (of  the  mbmtrocl  mlmrod  In  Block  20,  II  different  horn  Report) 


18  SUPPLEMENTARY  NOTES 


Copies  are  obtainable  from  National  Technical  Information  Service, 
Springfield,  Virginia  22151. 


U.  KEY  WORDS  (Continue  on  roeormo  mi  dm  II  nocoeemy  end  Identify  by  block  number) 


dams  National  Dam  Safety  Program  Leakage 

Embankments  Passaic  River  Basin,  NJ 

Visual  Inspection  Stone  House  Brook,  NJ 

Structural  Analysis  Lower  Kakeout  Dam,  NJ 

Morris  County,  NJ  Spillways  _ 


20.  ABSTRACT  rCmnttmm  an  rm  tmr  mm  |M  M  IINMIWT  m*  Idmaittr  *T  block  mamkmr) 

This  report  cites  results  of  a  technical  investigation  as  to  the  dam's  adequacy. 
The  inspection  and  evaluation  of  the  dam  is  as  prescribed  by  the  National  Dam 
Inspection  Act,  Public  Law  92-367.  The  technical  investigation  includes  visual 
inspection,  review  of  available  design  and  construction  records,  and  preliminary 
structural  and  hydraulic  and  hydrologic  calculations,  as  applicable.  An 
assessment  of  the  dam's  general  condition  is  included  in  the  report. 


00 


EDITION  OF  *  MOV  «S  IS  OBSOLETE 


SECURITY  CLASSIFICATION  OF  THIS  PAGE  fWRpn  D,lm  Cntmrmd) 


DEPARTMENT  OF  THE  A  ?MY 

PH  ADELPHIA  DISTRICT  CORPS  Of  ENGINEERS 
CUSTOM  HOUSE- Z  D  &  CHtSTNU  STREETS 
PHILADELPHIA.  PFNNSYLVANI  v  19106 


DTIC 

ECT&'r^ 


r:z  1  :  'G81 

V  l 


NiYi'l!  N~  N 


:i  .  •  .  *  i  -■ >t  r 


2  7  J'Ji.  Evl  Hi  :‘t  r  i  ot  ■/ 

Av:.  i  l.tt  i  i  i 1  y  t'o 
Ay  .Li  mi,:/, 
1 D  i  i..  t  S-noi.-ii. 


;  u,  I  , 

I  ,  i  in  I \  . 

1 : .  p,  ■ ,  t 

,  ,  .1,1  ill, 


I':,.:,  I  Inspect  i  on  Report  u>i  bower  Raw,  out  bam,  Morr  i  s 
\  Liiii  i  ill.  been  prep..:,-,  li 1 1 u <._•  i  author  i;:al  ion  ot  the  ban. 

I'l;>1  u  t  aw  V  A  -  j  b  7 .  A  brie  l  assessment  oi  the  dji;F 

a  i  : ■  l  r.  nt  ui  t I-  re  jv  L  . 

i  :  ,  t  a.  av.i  i  I  ab  1 ,.  lecords,  c..  i eii  I  a  t  ion  •  aim  p.e>, 

.  i.i'W'.  i  N.iki-i'tit  bam,  a  high  bazar*.  potent ii  i 

■  a,  ,n  p,  ui'  uvoim  1 .  coikI  i  l  ion.  Til-  /.•ini's  spillway  is 

i..i;  .  ■  ..H. i  ,i  i  '.,.,.•  equiv  .  lout  to  1>  percent  ot  :i:>  Spil  lw_ 

Pi  .  ■  • .  1  .  ..Mils  i  lie  i . .  i  I  In  be  OVer  tu  ppeb  .  t,  li.e  SDR,  i 

,  .i'  tn,  i’robabi  •  Maximum  Floo.i).  iiie  decision  t 

.,  ij.i.i  t  ,•*'  i :  i . » t ,  ■  -  i  i  i  ,'i  toser  ions.  L;  in.,  iequatc*  i 

,  :  i .  . :  .i.i.  mill  ,-  i  >  .1,1 1 1  i  ii}’  1  r  ,ii:i  ,  v ■.  r  t ,  •  pping  w.jij  1 .. 

,ii.  ,ju  t  ■  el  till1  ,  i  owi  is  t  re.  in.  from  a, 

.  i  •*  t  ;  •  l  .•«  !  i  ••  i. u  lute.  '! , •  ■  iisure  at.equa  • 

.  . tei......  .  •:< i  linum,  a n  i  ,  .  ui.u.nu,  : 

'.Vt  -1  •  . 

■  i,  . j i  ■  i c >  1 1 ,l.  u  in  , i ,  L ,  mi l ,  ie,*  b  .  .  ( o .  1  l  t  i ,  .. 

a  i  ••-.  1 1  >.  'win  I  us  t  up  mere  ;j.  •  pu  IS  t  i  l’J  l  >.  . 

i  i  i."'.  i  L :  i  i  i .  is  iimiiLiis  t  rom  t.he  date  e.  approve. 

.  tii;.  i  ■  moii  in  s  o  Hi,  coilsu  i  taut  ’s  iinui,,;--  reined  1  a  , 

:  .  .  suequac  '.  s , , ,  ■  ,1,1  lie  1  [I  1 1_  If,  t  e,.  • 

,  ,  lie:.,  lie  I>i  .1  [i(ir,'V.i  i  tills  repot*,  til,  own-  : 

i  ;  i.i  ii  iv,  tbe  observe,,  leaknp,  i.ioa  i  t red  on 

|.|,,|,  .  i  i’ll:)  I  engineer  oxperienccu  in  Uui  design  .la,. 

:  ",  a.  i  to  >!«  tect  any  changes  in  volume  oi  condit  ion . 

,  n. ■  ui  di.twu  down  or  diverted,  tile  ent  i  i  >•  concrete  i.at,. 

b  i  n ,ii ,  i,ii  1  y  ins|K-,teU  and  evaluate,,.  i,.i  distress  net 
,  i  inspection  aim  tin  structure  sauuid  ;>•  repair,  u 


APPROVED  FOR  PUBLIC  RELEASE; 


'BUTiei!  u:::jfited. 


NAPLN-N 

Honorable  Brendan  'i  .  u  .;w 

c.  Within  Lwi  I  v-  •  . :  •».!  i  ii>-  uat.  o<  a  pproval  >>{  this  report ,  tue 

lot  lowing,  JiMHOiii.il  ic  (  i<  shuni,  i  •  :<>I r  I>K  u  d: 

l  L  )  tile  ou  l  1  ••  L  wo;- NS  snould  Do  LIU  uo  t  i  gait  C  wi  Ul  respecl  to 
operational  adequuc.,  .me  fi.oi.  i ''.stored  to  proper  o  pet  at  tonal  cono  i  tion . 

(1  )  \ii  sp.i  l  1,0.  .  r.lclu.'U  a:.  J  Otlle-rv  isf!  'lv  tel  i  era  te'-f  surfaces  ol  tii,.- 

uan.  should  no  Inm  oiu.u !  /  re  pa  mat . 

d.  tile  owin' i  r.lion  it,  tiovelop  an  emergency  action  pda,,  outii.iing  action.: 
to  be  tanc n  by  the  operator  to  minimize  downs tream  etieets  ot  an  einergeno^ 
and  establish  a  flood  warning  system  lor  Li,o  downstream  communities  wit,, in 
three  mouths  irotn  the  unle  ot  approval  ot  th  is  report. 

e.  The  owner  sneuin  develop  written  operating  procedures  am.  a  periuoii 
i.iaintenance  plan  to  insure  tin  safety  of  the  uain,  within  one  year  iron.  Liu 
lisle  of  approval  ul  t,,is  report. 

A  copy  el  the  report  is  being  i urn i sued  to  Mr.  Dirk  O.  holmau,  New  Jersey 
Department  ot  Lnvironmi  ulal  Protection,  the  designated  State  Oil  ice  contact 
lor  this  program.  V.'itniu  live  uays  of  the  date  of  this  tetter,  a  copy  wi,, 
al:.o  be  '.fill  to  (Jongi  i", sir.au  Courier  of  the  Tiiirleentli  District.  Utidet  tie 
provision  ot  the  Ft  cedoiu  ol  l.uorii.ai  ion  Act,  the  inspection  r,  j<  rl  will 
subject  to  release  !»,.  to  i :  ul!  kis  upon  request,  1  ivu  days  nftel  tile  uati  '  ■  L 
tills  Letter. 

And  i  l  ion:;  l  copi-  s  ..  i  In  ••.  ,-cp,:L  ia._,  Le  ootauieu  truih  tae  Ho.  .a  i  lech.ii 

lutonnat  ion  Sc-rv  ices  Ui'ilS),  S;.r  1  ugr ie  Lu ,  Vi  rginia  22  Lol  at  .  reason  ,<>i- 
cost.  Plea  :e  a  t  low  .our  to  i  a  weeks  lrom  toe  date  oi  inis  letter  for  . 

t  >  have  copies  o.  the  r>  port  at ...  i  Lab  Le- . 

An  ii:i[<o.  tan.  aspeci  •  !  the  jnsjurcti  >n  Pioyram  will  '.)•  tile  implcmcillal 

ol  tin1  recomnii  naatii  n..  i,i.,..o  a 

'■•quest  that  We  bo  ,.«lv  i  see  t 
implement  ii'11  1  eci>i.:i:ienn.i  l  i  >  ii  S  . 


I  /is  I 
As  state.l 


i  l  sin  ,, : 

ho  !  ;„.:n  .  p  . :  .  ,  i)>-  put  ,  la,,  ao, 

h.j  t  e  j  i,,.  . . 1 1 .  i  r  e  ■  ■  ■ , 

el  i  i iv  :  i  i el,!,  .11  .,  l  1  l  lection 

,(J_  ! 

ii,-..,.  , 


•  I  ■ '  j  '  1  I !  -  '  A  -  l  ,  - 1  '■  "  '  ' 

, .  ■  .  i |  I  .  ,  ,  i  e  I  I 


"’ll'"  1  u  :  : 

r : i  .  1) 1 1  i  . 

ill  v  i  s  ion  i . 
i. .  J  .  0,  ,  l  . 

!  .O.  U  ::  ,  h 
i  .  •  i ,  I  ,  .  , .  ; 


result  ol  the  inspection.  W,  according! 
proposed  actions  taken  tr,  L,  ,  btat--  t 


b i nee  re  ly  , 


Lieutenant  Co  Lone i,  imp:  •;  t.nj  in, 
Commander  and  UisU  n.t  Kn>:  ieei-1 


•<*-*•»■**« 


LOWER  KAKEUU’l  DAM  (NJUUtt2c) 


CORES  UK  ENGINEERS  ASSESSMENT  Oh  oENERAL  CONDITIONS 

liiis  dam  was  inspected  on  id  December  l^bO  by  Stored  Engineers,  une.-r 
umlr..a  to  tin'  State  of  New  Jersey.  TEe  State,  under  agreement  with  the 
U.S.  Arm.  Engineer  l)i;  trut,  Philadelphia,  hau  this  inspection  peilonacu  in 
accordance  with  tin  National  Dam  Inspection  Act,  Public  Law  92-367 . 

Lower  Kakeout  Dam,  ...  u  i  gn  minmti  potential  structure,  is  jucgeu  to  be  it. 
poor  overall  condition.  The  dam's  spillway  is  considered  inadequate  beca,.s, 
a  flow  equivalent  t  •  >  p.-:  c-.-nt  ol  tile  Spillway  Design  Flood  -  SUI-  -  would 
cause  ti.e  dam  to  be  i-Vei  topped.  line  SDF,  in  tins  instance,  is  one  hall  •: 
the  Probable  Maxim..:.  hmiil).  'ii.e  decision  to  consider  tue  spliiwa. 

"inadequate"  instead  ot  "siriousic  inadequate"  is  based  on  the  oe t e rmiim t 1  ■ 
that  dam  lailure  resulting  iron,  overtopping  would  not  s i gn 1 1 icanl ly  increase 
tlie  hazard  to  loss  u!  life  downst ream  Item  tue  dam  from  that  wmch  wiuic 
exist  just  bet. ue  lailure.  Jo  ensure  adequacy  of  Liie  structure,  lin 
following  actions,  a  ..  minimum,  ,:i .  i  ecommeniled : 

a.  lue  spi  l  lw..y  adequacy  should  be  determined  by  a  quai  i  1  in. 
professional  consultant  engaged  by  the  owner  using  more  sophisticate! 
methods,  procedures  a:.u  studies  within  six  months  from  the  ciate  ot  apptuvj , 
ol  this  report.  Within  iluet  mouths  ot  the  consultant's  findings  rented  i  a . 
measures  to  ensure  sp.liway  adequacy  should  be  initiated. 

b.  Within  six  months  iron,  the  date  ot  approva  i  ot  this  repv  rt  tue  owner 
should  ill  it  late  ..  program  to  have  the  Observed  leakage  monitored  oil 
periodic  basis  by  a  protess  tonal  engineer  experienced  m  the  design  in.,, 
const  t  u<  C  ion  oi  darns  id  order  lo  detect  any  changes  in  volume  or  condition. 
Also,  with  tue  impoundment  ur  awn  down  or  diverted,  the  entire  concrete  da:i. 
stiuctui'e  Should  .a  ti, oil. ugh  i  y  inspected  and  evaluated  tor  distress  not 
observed  iiiu  mg  tin  I'u.ise  i  inspection  anu  Lhe  structure  should  be  repair-.. 
j.  ,.  »ru  i  r i } :  1  y  . 

.  .  k  I  in  u.  1.1  .1  .'.  nil's  1  I  oil.  the  date  ul  .approval  ol  tills  report.  ii  ■ 

loll  wing  i.  rii  .....  ...  t  i..iis  .iiiiulu  be  complete-!.: 

vi  .  • .  ■  ■  ■  -  ’  ■  ■  t  w  ■ .  r  r.  s  should  be  investigated  with  i  e  s  pe  c  1  :  . . 

.'iii.it  ii". . •.!•  .....  .  .  .  I  i. .I,  i.  t  ureii  to  projer  operational  condition. 

i  ^  i  . . .  iilil  and  o  t  ll  I  UlSi  deteriorated  SUI  !  .',''iai  » •  '.  1 1 . 

a..!!,  .,'11.1  la  t  ’  i  I.  i  .  ,  .  i  i  .  a . 

...  Ho  iv...  .  i  v.  ...j  ,.n  eiin  rgm.cj  iit  l  I.,:,  plan  outlining  ac  l  i  oil 

ti  I  ••  taken  n.  '  u  *  .  .a  t  minimize  downstream  etlecls  ol  an  i  mer  g,  ,  . 

and  ■  .  1  .  j  t  ■  1  r:i  .  I,-  ■  -I .  i :  : .  i  i . ,  •  system  tor  the  downstream  column  i  ill  t  e  s  -iii.i 
1 1. 1  ,  .  i  .onl  le.  1  i  a.,  i  •  i  ■  .1  ,  nr a  iv. 1 1  o  t  this  report . 

1 1 .  -  i  ■  .  ■  i  - . ,  w  i  i  t  1.  eu  1 1  p. ■  i  a  {  ti.,.',  pi  oc on u  i  e  s  ana  ..  [til’.. 

. .  ...  1 1 .  ■  ;  l  . .  , :  ■  i  alii,  o  1  l  In  d  am  ,  w  1 1  Ii  l  n  one  y.  ar  i  i  .  n::  ;  . 


ROGER  L.  BALDWIN 

1. ltuLi  iii.nl  Coloml,  helps  ,ii  ,i.  i 
Luiiiiiiaiider  and  District  ti.gi  .1 


PHASE  I  REPORT 
NATIONAL  DAM  SAFETY  PROGRAM 


Name  of  Dam: 

State  Located: 
County  Located: 
Drainage  Basin: 
Stream: 

Date  of  Inspection: 


Lower  Kakeout  Dam,  I.D.  NJ00822 
New  Jersey 
Morri s 

Passaic  River 
Stone  House  Brook 
December  18,  1980 


Assessment  of  General  Condition  of  Dam 


Based  on  visual  inspection,  past  operational  performance  and  Phase  I 
engineering  analyses,  Lower  Kakeout  Dam  is  assessed  as  being  in  poor 
overall  condition. 


Hydraulic  and  hydrologic  analyses  indicate  that  the  spillway  is  inadequate. 
Discharge  capacity  of  the  spillway  is  not  sufficient  to  pass  the  designated 
spillway  design  flood  (SDF)  without  an  overtopping  of  the  dam.  (The  SDF 
for  Lower  Kakeout  Dam  is  equal  to  one-half  the  probable  maximum  flood.) 

The  spillway  is  capable  of  passing  approximately  1  percent  of  the  PMF  or 
2  percent  of  the  SDF.  Therefore,  the  owner  should  engage  a  professional 
engineer  experienced  in  the  design  and  construction  of  dams  in  the  near 
future  to  perform  more  accurate  hydraulic  and  hydrologic  analyses  relating 
to  the  spillway  capacity.  Based  on  the  findings  of  the  analyses,  the 
need  for  and  type  of  remedial  measures  should  be  determined  and  then 
implemented. 


The  owner  should,  in  the  near  future,  develop  an  emergency  action  plan 
together  with  an  effective  warning  system  outlining  actions  to  be  taken 
by  the  operator  to  minimize  downstream  effects  of  an  emergency  at  the 
dam. 


i 


Also,  with  the  impoundment  drawn  down  or  diverted,  the  entire  concrete 
dam  structure  should  be  thoroughly  inspected  and  evaluated  for  distress 
not  observed  during  the  Phase  I  inspection  and  the  structure  should  be 
repaired  accordingly. 

The  observed  leakage  should  be  monitored  on  a  periodic  basis  by  a  professional 
engineer  experienced  in  the  design  and  construction  dams  in  order  to 
detect  any  changes  in  volume  or  condition. 

In  addition,  it  is  recommended  that  the  following  remedial  measures  be 
undertaken  in  the  near  future: 

1)  The  outlet  works  should  be  investigated  with  respect  to  opera¬ 
tional  adequacy  and  then  restored  to  proper  operational  condi¬ 
tion. 

2)  All  spalled,  cracked  and  otherwise  deteriorated  surfaces  of 
the  dam  should  be  thoroughly  repaired. 

In  the  future,  the  owner  of  the  dam  should  develop  written  operating  procedures  and  a 
periodic  maintenance  plan  to  ensure  the  safety  of  the  dam. 


4/-^  cA ,  /  '/k  /py/AjM 

Richard  i/.  McDermott,  P.E. 


4^^ 


John  E.  Gribbin,  P.E. 


OVERVIEW  -  LOWER  KAKEOUT  DAM 
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PREFACE 


This  report  is  prepared  under  guidance  contained  in  the  Recommended 
Guidelines  for  Safety  Inspection  of  Dams,  for  Phase  I  Investigations. 

Copies  of  these  guidelines  may  be  obtained  from  the  Office  of  Chief  of 
Engineers,  Washington,  D.C.  20314.  The  purpose  of  a  Phase  I  Investigation 
is  to  identify  expeditiously  those  dams  which  may  pose  hazards  to  human 
life  or  property.  The  assessment  of  the  general  condition  of  the  dam  is 
based  upon  available  data  and  visual  inspections.  Detailed  investigation, 
and  analyses  involving  topographic  mapping,  subsurface  investigations, 
testing,  and  detailed  computational  evaluations  are  beyond  the  scope  of 
a  Phase  I  investigation;  however,  the  investigation  is  intended  to 
identify  any  need  for  such  studies. 

In  reviewing  this  report,  it  should  be  realized  that  the  reported  condition 
of  the  dam  is  based  on  observations  of  field  conditions  at  the  time  of 
inspection  along  with  data  available  to  the  inspection  team.  It  is 
important  to  note  that  the  condition  of  dam  depends  on  numerous  and 
constantly  changing  internal  and  external  conditions,  and  is  evolutionary 
in  nature.  It  would  be  incorrect  to  assume  that  the  present  condition 
of  the  dam  will  continue  to  represent  the  condition  of  the  dam  at  some 
point  in  the  future.  Only  through  continued  care  and  inspection  can 
there  be  any  chance  that  the  unsafe  conditions  be  detected. 

Phase  I  inspections  are  not  intended  to  provide  detailed  hydraulic  and 
hydrologic  analyses.  In  accordance  with  the  established  Guidelines,  the 
Spillway  Test  flood  is  based  on  the  estimated  "Probable  Maximum  Flood" 
for  the  region  (greatest  reasonably  possible  storm  runoff),  or  fractions 
thereof.  The  test  flood  provides  a  measure  of  relative  spillway  capacity 
and  serves  as  an  aid  in  determining  the  need  for  more  detailed  hydraulic 
and  hydrologic  studies,  considering  the  size  of  the  dam,  its  general 
condition  and  the  downstream  damage  potential. 
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.  V 


PHASE  I  INSPECTION  REPORT 


NATIONAL  DAM  SAFETY  PROGRAM 


LOWER  KAKEOUT  DAM,  I.D.  NJ00822 


SECTION  1:  PROJECT  INFORMATION 


1.1  General 


a.  Authority 

Public  Law  92-367,  August  8,  1972,  authorized  the  Secretary  of 
the  Army,  through  the  Corps  of  Engineers,  to  initiate  a  National 
Program  of  Dam  Inspection  throughout  the  United  States.  The 
Division  of  Water  Resources  of  the  New  Jersey  Department  of 
Environmental  Protection  (NJDEP)  in  cooperation  with  the 
Philadelphia  District  of  the  Corps  of  Engineers  has  been 
assigned  the  responsibility  of  supervising  the  inspection  of 
dams  within  the  State  of  New  Jersey.  Storch  Engineers  has 
been  retained  by  the  NJDEP  to  inspect  and  report  on  a  selected 
group  of  these  dams.  The  NJDEP  is  under  agreement  with  the 
Philadelphia  District  of  the  Corps  of  Engineers. 

b.  Purpose  of  Inspection 

The  visual  inspection  of  Lower  Kakeout  Dam  was  made  on  December  18, 
1980.  The  purpose  of  inspection  was  to  make  a  general  assessment 
of  the  structural  integrity  and  operational  adequacy  of  the 
dam  structure  and  its  appurtenances. 
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1.2  Description  of  Project 

a.  Description 

The  dam  is  a  concrete  gravity  dam  with  a  notched  spillover 
section  near  its  center.  Immediately  downstream  from  the 
spillway  section  a  concrete  apron  is  located. 

The  outlet  works  consist  of  gated  24-inch  and  6-inch  cast  iron 
pipes  which  transversely  penetrate  the  dam  approximately  50 
feet  to  the  right  of  the  spillway.  The  gates  are  located  on 
the  downstream  side  of  the  dam. 

Between  the  concrete  apron  and  the  outlet  works,  the  area 
immediately  downstream  from  the  toe  of  dam  is  stabilized  by 
boulders.  At  the  left  end  of  the  dam  a  concrete  and  brick 
gate  house  is  located. 

The  elevation  of  the  spillway  crest  is  659.0,  National  Geodetic 
Vertical  Datum  (N.G.V.D.),  while  that  of  the  crest  of  dam  is 
660.0.  The  invert  of  the  outlet  works  is  644.4  and  the  stream 
bed  elevation  at  the  toe  of  dam  is  643.2.  The  overall  length 
of  dam  is  170  feet  and  its  height  is  16.8  feet. 

b.  Location 

Lower  Kakeout  Dam  is  located  in  the  Township  of  Kinnelon, 

Morris  County,  New  Jersey.  It  impounds  a  lake  immediately 
downstream  from  Butler  Reservoir.  Principal  access  to  the  dam 
is  by  an  unpaved  road  named  Bubbling  Brook  Road  which  is 
entered  from  Kakeout  Road.  Discharge  from  the  spillway  of  the 
dam  flows  into  Stone  House  Brook,  a  tributary  to  the  Pequannock 
River. 
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c.  Size  and  Hazard  Classification 

The  dam  is  classified  in  accordance  with  criteria  presented  in 
"Recommended  Guidelines  for  Safety  Inspection  of  Dams"  published 
by  the  U.S.  Army  Corps  of  Engineers.  Size  categories  consist 
of  Small,  Intermediate  and  Large  while  hazard  categories  are 
designated  as  Low,  Significant  and  High. 

Size  Classification:  Lower  Kakeout  Dam  is  classified  as  "Small" 
size  since  its  maximum  storage  volume  is  53  acre-feet  (which 
is  less  than  1000  acre-feet)  and  its  height  is  16.8  feet 
(which  is  less  than  40  feet). 

Hazard  Classification:  Visual  inspection  of  the  downstream 
flood  plain  of  the  dam  together  with  breach  analysis  indicate 
that  failure  of  the  dam  could  inundate  the  dwellings  located 
along  the  downstream  channel  bank  approximately  900  feet  from 
the  dam.  Loss  of  more  than  a  few  lives  is  possible.  Accordingly, 
Lower  Kakeout  Dam  is  classifed  as  "High"  hazard. 

d.  Ownership 

Lower  Kakeout  Dam  is  owned  by  the  Borough  of  Butler,  10  High 
Street,  Butler,  New  Jersey  07405. 

e.  Purpose  of  Dam 

Although  the  original  purpose  of  the  dam  was  the  impoundment 
of  a  water  supply  reservoir  facility,  reportedly  at  the  present 
time  the  dam  is  of  no  use. 

f.  Design  and  Construction  History 

Reportedly,  Lower  Kakeout  Dam  was  constructed  during  the 
period  between  1900  and  1932. 
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g.  Normal  Operational  Procedures 


Operation  and  maintenance  of  the  dam  is  under  the  jurisdiction 
of  the  Borough  of  Butler.  Reportedly,  no  maintenance  or 
operation  is  currently  performed. 


1.3  Pertinent  Data 


♦ 


a.  Drainage  Area 

b.  Discharge  at  Damsite 

Maximum  flood  at  damsite 
Outlet  works  at  pool  elevation 
Spillway  capacity  at  top  of  dam 

c.  Elevation  (N.G.V.D.) 

Top  of  Dam 

Maximum  pool -design  surcharge 
Recreation  pool 
Spillway  crest 
Stream  bed  at  toe  of  dam 
Maximum  tail  water 

d.  Reservoir 

Length  of  maximum  pool 
Length  of  recreation  pool 

e.  Storage  (Acre-feet) 

Recreation  pool 
Design  surcharge 
Top  of  dam 


5.93  square  miles 


Unknown 
60  cfs 
148  cfs 


660.0 

664.8 

659.0 

659.0 

643.2 

651  (Estimated) 


1000  feet  (Estimated) 
900  feet  (Scaled) 


41 

168 

53 
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Reservoir  Surface  (acres) 


Top  of  dam 

Maximum  pool  -  design  surcharge 
Recreation  pool 

Dam 

Type 

Length 

Height 

Sideslopes  -  Upstream 
-  Downstream 

Zoning 

Impervious  core 
Cutoff 

Grout  curtain 

Diversion  and  Regulating  Tunnel 

Spillway 

Type 

Length  of  weir 
Crest  elevation 
Gates 

Approach  channel 
Discharge  channel 

Regulating  Outlet 


4.8  (Estimated) 
5.0  (Estimated) 
4.6 


Concrete  Gravity 
170  feet 
16.8  feet 

1  horiz.  to  5  vert. 
Vertical  (Approx.) 
N.A. 

N.  A. 

Unknown 

Unknown 

N.A. 


Concrete  weir 
49. 5  feet 
659.0 
N.A. 

N.A. 

Natural  stream 


24-inch  and  6-inch  diameter  cast  iron  low-level  outlet  pipes  controlled 
by  gate  valves  at  downstream  side  of  dam. 


SECTION  2:  ENGINEERING  DATA 


2. 1  Design 

No  plans  or  calculations  pertaining  to  the  original  design  of  the 
dam  could  be  obtained. 

2. 2  Construction 

No  data  or  reports  pertaining  to  the  construction  of  the  dam  are 
available. 

2.3  Operation 

No  data  or  reports  pertaining  to  the  operations  of  the  dam  are 
available. 

2.4  Eval uation 

a.  Availablility 

No  data  or  reports  pertaining  to  the  operations  of  the  dam  are 
available. 


b.  Adequacy 

Available  engineering  data  pertaining  to  Lower  Kakeout  Dam  is 
not  adequate  to  be  of  significant  assistance  to  the  performance 
of  a  Phase  I  evaluation.  A  list  of  absent  information  is 
included  in  paragraph  7. 1 . b . 

c .  Va  1  i  d  i  ty 

The  validity  of  engineering  data  cannot  be  assessed  due  to  the 
absence  of  data. 


SECTION  3:  VISUAL  INSPECTION 


1  Findings 

a.  General 

The  inspection  of  Lower  Kakeout  Dam  was  performed  on  December  18, 
1980  by  staff  members  of  Storch  Engineers.  A  copy  of  the 
visual  inspection  check  list  is  contained  in  Appendix  1.  The 
following  procedures  were  employed  for  the  inspection: 

1)  The  embankment  of  the  dam,  appurtenant  structures  and 
adjacent  areas  were  examined. 

2)  The  embankment  and  accessible  appurtenant  structures  were 
measured  and  key  elevations  determined  by  surveyor's 
level . 

3)  The  embankment,  appurtenant  structures  and  adjacent  areas 
were  photographed. 

4)  The  downstream  flood  plain  was  toured  to  evaluate  downstream 
development  and  restricting  structures. 

b.  Dam 

No  structural  cracking  or  unusual  movement  of  the  dam  was 
observed.  However,  severe  surface  deterioration  of  the  concrete 
was  noted.  The  downstream  face  from  the  spillway  to  the  right 
end  of  the  dam  was  spalled  and  cracked.  The  spalls  were  as 
deep  as  0.6  feet.  The  crest  on  its  downstream  side  was  severely 
deteriorated  from  spalling  and  erosion  from  approximately  the 
outlet  works  to  the  right  end  of  the  dam.  The  crest  was  also 
deteriorated  for  a  distance  of  approximately  15  feet  immediately 
to  the  left  of  the  spillway. 


7 


The  downstream  face  of  the  dam  in  the  vicinity  of  the  outlet 
pipe,  in  addition  to  being  spalled  was  also  scaled.  There  was 
evidence  of  significant  exudation  and  incrustation. 

Some  spalling  could  be  observed  along  the  upstream  face  of  the 
dam  between  the  crest  and  the  water  level,  however,  it  did  not 
appear  to  be  as  severe  as  the  spalling  on  the  downstream  side. 
However,  there  were  some  points  where  it  was  3  to  4  inches 
deep  and  the  spalling  tended  to  run  along  horizontal  lines. 

There  was  one  location  on  the  downstream  face  approximately  15 
feet  to  the  right  of  the  outlet  structure  where  some  ice  was 
emerging  from  the  downstream  face.  This  indicated  some  very 
slow  leakage.  The  point  where  the  ice  was  emerging  is  a  point 
where  there  was  considerable  incrustation  and  possible  exudation. 

c.  Appurtenant  Structures 

Downstream  from  the  spillway  apron,  a  small  scoured  section 
containing  large  boulders  and  serving  a  stilling  basin  was 
observed. 

The  gate  house  at  the  left  end  of  dam  was  constructed  with  a 
concrete  foundaton  and  brick  walls  above  the  foundation.  Both 
the  brick  and  the  concrete  appeared  to  be  in  satisfactory 
condition.  A  cast  iron  pipe  with  a  valve  at  the  end  protrudes 
from  a  point  near  the  base  of  the  foundation  approximately  3 
feet  downstream  from  the  dam  and  the  pipe  was  discharging  at 
the  time  of  inspection.  The  quantity  of  flow  was  approximately 
10  to  20  gallons  per  minute. 

A  large  vertical  construction  joint  was  observed  on  the  down¬ 
stream  side  of  dam  at  the  center  of  the  spillway  section.  It 
was  approximately  1  inch  wide.  The  sound  of  flowing  water 
could  be  heard  within  the  joint. 
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An  area  of  the  apron  was  deteriorated,  spalled  and  chipped 
away,  about  at  the  center  of  the  apron  at  its  interface  with 
the  downstream  side  of  the  dam.  The  area  of  deterioration 
measured  approximately  5  feet  by  3  feet.  The  left  side  of  the 
deterioration  coincided  with  the  construction  joint  described 
above.  Leakage  could  be  observed  emerging  from  the  downstream 
face  of  the  apron.  A  horizontal  construction  joint  ran  the 
entire  length  of  the  downstream  face  of  the  apron  about  8 
inches  below  the  top  surface.  Seepage  or  leakage  was  dripping 
from  this  joint  along  almost  its  entire  length.  Seepage  or 
leakage  could  also  be  observed  trickling  through  the  rocks  at 
the  downstream  end  of  the  apron  adjacent  to  the  right  end  of 
the  apron. 

The  condition  of  the  concrete  of  the  gate  housing  for  the 
outlet  works  was  generally  sound,  although  it  was  deteriorated 
by  spalling  and  chipping  at  some  of  its  edges  and  corners.  A 
construction  joint  ran  around  the  structure  horizontally  at 
the  top  of  the  outlet  pipe  and  the  joint  appeared  to  be  spalled 
and  possibly  opened  up.  The  discharge  end  of  the  pipe  appeared 
to  be  in  satisfactory  condition  although  the  inside  surface  of 
the  pipe  was  rusted  with  one  large  scale  of  rust  visible.  No 
leakage  was  flowing  through  the  pipe,  although  there  was  about 
2  inches. of  ice  in  the  invert  of  the  pipe.  The  concrete  of 
the  outlet  structure  was  severely  spalled  just  below  the 
6-inch  pipe  and  ice  was  observed  on  the  concrete  surface 
indicating  that  some  leakage  occurs.  The  outlet  gate  operating 
mechanisms  appeared  to  be  intact  and  in  workable  condition. 
However,  they  were  rusted  and  pitted  and  appeared  to  have  not 
been  operated  in  considerable  time. 

d.  Downstream  Channel 

The  downstream  channel  is  a  natural  stream  with  a  bed  lined 
with  boulders  and  very  steep  high  banks  on  both  sides.  The 
stream  is  wooded  along  both  banks  and  contains  no  significant 
obstructions. 
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SECTION  4:  OPERATIONAL  PROCEDURES 


4.1  Procedures 


The  level  of  water  in  the  Lower  Kakeout  Dam  impoundment  is  regulated 
by  discharge  over  the  concrete  spillway.  At  present  the  outlet 
works  of  the  dam  is  not  used  to  drain  the  lake  or  to  augment  the 
discharge  capacity  of  the  spillway. 

Reportedly,  operation  of  the  impoundment  as  a  water  supply  reservoir 
was  discontinued  in  1932. 

4.2  Maintenance  of  the  Dam 


Reportedly,  no  maintenance  is  currently  performed  on  the  dam. 

4.3  Maintenance  of  Operating  Facilities 

Reportedly,  no  maintenance  is  currently  performed  on  operating 
facilities. 

4.4  Description  of  Warning  System 

Reportedly,  no  warning  system  is  currently  in  use  for  the  dam. 

4.5  Evaluation  of  Operational  Adequacy 

The  operation  of  the  dam  has  not  been  successful  to  the  extent  that 
the  dam  apparently  is  frequently  overtopped. 

Maintenance  documentation  is  poor  and  maintenance  has  been  inadequate 
in  the  following  areas: 

1)  Outlet  works  not  maintained  in  operational  adequacy. 

2)  Spalled  concrete  and  cracks  on  entire  dam  and  appurtenant 
structures  not  repaired. 

3)  Leakage  at  outlet  works  not  corrected. 
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SECTION  5:  HYDRAULIC/HYDROLOGIC 


5.1  Evaluation  of  Features 


a.  Design  Data 

The  quantity  of  storm  water  runoff  that  the  spillway  should 
be  able  to  handle  is  based  on  the  size  and  hazard  classification 
of  the  dam.  This  runoff  quantity,  called  the  spillway  design 
Flood  (SDF),  is  described  in  terms  of  return  frequency  or 
Probable  Maximum  Flood  (PMF)  depending  on  the  extent  of  the 
dam's  size  and  potential  hazard.  According  to  the  "Recommended 
Guidelines  for  Safety  Inspection  of  Dams"  published  by  the 
U.S.  Army  Corps  of  Engineers,  the  SDF  for  Lower  Kakeout  Dam 
falls  in  a  range  of  1/2  PMF  to  PMF.  In  this  case  the  low  end 
of  the  range,  1/2  PMF,  is  chosen  since  the  factors  used  to 
select  size  and  hazard  classification  are  on  the  low  side  of 
their  respective  ranges. 

The  SDF  peak  computed  for  Lower  Kakeout  Dam  is  5859  c.f.s. 

This  value  is  derived  from  the  1/2  PMF  hydrograph  supplied  for 
this  analysis  by  the  Corps  of  Engineers. 

The  spillway  discharge  rates  were  computed  by  the  use  of  a 
weir  formula  appropriate  for  the  configuration  of  the  spillway. 
The  total  spillway  discharge  with  lake  level  equal  to  the  top 
of  the  dam  was  computed  to  be  148  c.f.s.  The  SDF  was  routed 
through  the  dam  by  use  of  the  HEC-l-DAM  computer  program  using 
the  modified  Puls  Method.  Hydrologic  computations  and  computer 
output  are  contained  in  Appendix  4.  In  routing  the  SDF,  it 
was  found  that  the  dam  crest  would  be  overtopped  by  a  depth  of 
4.8  feet. 

A  dam  breach  analysis  was  then  performed  using  a  trapezoidal 
breach  section  with  bottom  length  of  50  feet  and  sideslopes  of 
1  horizontal  to  1  vertical.  The  breach  peak  outflow  was  computed 
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to  be  6137  c.f.s.  Breach  computations  are  contained  in  Ap¬ 
pendix  4.  The  analysis  indicated  that  dam  failure  due  to 
overtopping  would  not  significantly  increase  the  potential  for 
loss  of  life  over  that  which  would  exist  without  failure. 
Accordingly,  the  subject  spillway  is  assessed  as  being  inadequate 
in  accordance  with  criteria  developed  by  the  U.S.  Army  Corps 
of  Engineers. 

b.  Experience  Data 

Experience  data  for  the  dam  could  not  be  obtained. 

c.  Visual  Observation 

The  spalled  and  eroded  condition  of  the  dam  crest,  noted  at 
the  time  of  inspection,  indicates  the  probability  of  frequent 
overtopping  of  the  dam. 

d.  Overtopping  Potential 

As  indicated  in  paragraph  5.1. a,  a  storm  of  magnitude  equal  to 
the  SDF  would  cause  overtoping  of  the  dam  by  a  depth  of  4.8 
feet  over  the  crest  of  the  dam.  The  spillway  is  capable  of 
passing  approximately  2  percent  of  the  SDF  with  the  lake  level 
equal  to  the  top  of  dam. 

e.  Drawdown  Data 

Drawdown  of  the  lake  is  accomplished  by  opening  the  gates  in 
the  24  and  6-inch  outlet  pipes.  Total  time  for  drawdown  is 
estimated  to  be  about  1  day  (See  Appendix  4). 
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SECTION  6:  STRUCTURAL  STABILITY 


6. 1  Evaluation  of  Structural  Stability 


a.  Visual  Observations 

The  dam  appeared,  at  the  time  of  inspection  to  be  outwardly 
structurally  stable  with  no  evidence  of  structural  cracks  or 
unusual  movement  observed.  Evidence  of  leakage  was  observed 
at  several  locations  on  the  dam  and  in  the  concrete  apron 
area. 

b.  Generalized  Soils  Description 

The  generalized  soils  description  for  the  dam  site  consists  of 
recent  alluvium  composed  of  stratified  materials  deposited  by 
streams  overlying  glacial  ground  moraine  composed  of  unstratified 
material  deposited  during  the  Wisconsin  glaciation. 

c.  Design  and  Construction  Data 

Analysis  of  structural  stability  and  construction  data  for  the 
dam  are  not  available. 

d.  Operating  Records 

No  operating  records  are  available  for  the  dam.  The  water 
level  of  the  impoundment  is  not  monitored. 

Reportedly,  operation  of  the  impoundment  as  a  water  supply 
reservoir  was  discontinued  in  1932. 

e.  Post-Construction  Changes 

Reportedly,  it  is  not  known  whether  or  not  there  have  been  any 
post-construction  changes.  No  evidence  of  significant  post¬ 
construction  changes  was  noted  at  the  time  of  inspection. 
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f.  Seismic  Stability 


Lower  Kakeout  Dam  is  located  in  Seismic  Zone  1  as  defined  in 
"Recommended  Guidelines  for  Safety  Inspection  of  Dams"  which 
is  a  zone  of  very  low  seismic  activity.  Experience  indicates 
that  dams  in  Seismic  Zone  1  will  have  adequate  stability  under 
seismic  loading  conditions  if  they  have  adequate  stability 
under  static  loading  conditions.  Lower  Kakeout  Dam  appeared 
to  be  stable  under  static  loading  conditions  at  the  time  of 
inspection. 
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SECTION  7:  ASSESSMENT  AND  RECOMMENDATIONS 


7. 1  Dam  Assessment 

a.  Safety 

Based  on  hydraulic  and  hydrologic  analyses  outlined  in  Section  5 
and  Appendix  4,  the  spillway  of  Lower  Kakeout  Dam  is  assessed 
as  being  inadequate.  The  spillway  is  not  able  to  pass  the  SDF 
without  an  overtopping  of  the  dam. 

The  embankment  appeared,  at  the  time  of  inspection,  to  be 
outwardly  structurally  stable.  Observed  leakage  and  spalls  in 
the  dam  structure  are  not  considered  to  be  evidence  of  immediate 
dam  instability.  However,  the  dam  could  become  unstable  if 
repairs  are  not  implemented. 

b.  Adequacy  of  Information 

Information  sources  for  this  report  include  1)  field  inspections, 
2)  USGS  quadrangle,  and  3)  consultation  with  personnel  of  the 
Butler  Department  of  Public  Works.  The  information  obtained 
is  sufficient  to  allow  a  Phase  I  assessment  as  outlined  in 
"Recommended  Guidelines  for  Safety  Inspection  of  Dams." 

Some  of  the  absent  data  are  as  follows: 

1.  Construction  and  as-built  drawings. 

2.  Construction  progress  reports. 

3.  Design  computations  and  reports. 

4.  Soils  report  for  the  site. 

c.  Necessity  for  Additional  Data/Evaluation 

Although  some  data  pertaining  to  Lower  Kakeout  Dam  are  not 
available,  additional  data  are  not  considered  imperative  for 
this  Phase  I  evaluation. 


Recommendations 


7.2 


a.  Remedial  Measures 

Based  on  hydraulic  and  hydrologic  analyses  outlined  in  paragraph 
5.1. a,  the  spillway  is  considered  to  be  inadequate.  It  is 
therefore  recommended  that  a  professional  engineer  expereinced 
in  the  design  and  construction  of  dams  be  engaged  in  the  near 
future  to  perform  more  accurate  hydraulic  and  hydrologic 
analyses  relating  to  spillway  capacity.  Based  on  the  findings 
of  the  analyses,  the  need  for  and  type  of  remedial  measures 
should  be  determined  and  then  implemented. 

The  owner  should,  in  the  near  future,  develop  an  emergency 
action  plan  together  with  an  effective  warning  system  outlining 
actions  to  be  taken  by  the  operator  to  minimize  downstream 
effects  of  an  emergency  at  the  dam. 

Also,  with  the  impoundment  drawn  down  or  diverted,  the  entire 
concrete  dam  structure  should  be  thoroughly  inspected  and 
evaluated  for  distress  not  observed  during  the  Phase  I  inspection 
and  the  structure  should  be  repaired  accordingly. 

In  addition,  it  is  recommended  that  the  following  remedial 
measures  be  undertaken  by  the  owner  in  the  near  future. 

1)  The  outlet  works  should  be  investigated  with  respect  to 
operational  adequacy  and  then  restored  to  proper  operational 
condition. 

2)  All  spalled,  cracked  and  otherwise  deteriorated  surfaces 
of  the  dam  should  be  thoroughly  repaired. 
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b.  Maintenance 

In  the  future,  the  owner  of  the  dam  should  develop  written 
operating  procedures  and  a  periodic  maintenance  plan  to  ensure 
the  safety  of  the  dam. 

c.  Additional  Studies 

The  observed  leakage  should  be  monitored  on  a  periodic  basis 
by  a  professional  engineer  experienced  in  the  design  and 
construction  of  dams  in  order  to  detect  any  changes  in  volume 
or  condition. 
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Seepage  observed  trickling  through  rocks  adjacent  to  right,  Observed  leakage  through  rocks  should  be 
downstream  end  of  apron.  monitored  on  a  periodic  basis. 


VISUAL  EXAMINATION  OF  OBSERVATIONS  REMARKS  OR  RECOMMENDATIONS 


GATE  AND  GATE  HOUSING  struction  joint  appeared  to  have  opened  slightly.  Both 

pipes  appeared  to  be  leaking  slightly. 

Gate  operating  mechanisms  appeared  generally  intact  al¬ 
though  rusted  and  pitted.  They  did  not  appeared  to. have 
been  recently  operated. 
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CHECK  LIST 
ENGINEERING  DATA 
DESIGN,  CONSTRUCTION,  OPERATION 


APPENDIX  2 
Photographs 
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PHOTO  5 

JOINT  IN  CENTER  OF  PRIMARY  SPILLOVER  SECTION  OF  DAM 


PHOTO  6 

DETEROIRATION  ON  DOWNSTREAM  FACE  OF  DAM 


LOWER  KAKEOUT  DAM 
18  DECEMBER  1980 


PHOTO  7 
VALVE  FOR  OUTLET  WORKS 


PHOTO  8 

DISCHARGE  END  OE  OUTLET  WORKS 


LOWER  KAKEOUT  DAM 
lb  DECEMBER  1980 
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APPENDIX  3 
Engineering  Data 


i 


CHECK  LIST 


HYDROLOGIC  AND  HYDRAULIC  DATA 
ENGINEERING  DATA 


DRAINAGE  AREA  CHARACTERISTICS:  Wooded  with  reservoir  upstream _ 

ELEVATION  TOP  NORMAL  POOL  (STORAGE  CAPACITY):  657. U  (4i  acre-feet) 
ELEVATION  TOP  FLOOD  CONTROL  POOL  (STORAGE  CAPACITY) .-JO. _ 


ELEVATION 

MAXIMUM  DESIGN  POOL:  ob4.8 

ELEVATION 

TOP  DAM:  660. U 

SPILLWAY  1 

CREST:  Notch  in  crest  of  dam 

a. 

Elevation  659.0 

b. 

Type  Sroad  crested  weir 

c. 

Width  3.0  feet 

d. 

Lenqth  49.5  feet 

e. 

Location  Spillover  Downstream  side  of 

dam 

f. 

Number  and  Type  of  Gates  None 

OUTLET  WORKS: 

a . 

Type  Two  qated  pipes  -  24"  CMP  &  6"  i 

CMP 

b. 

Location  50  feet  riqht  of  spill  wav 

c. 

Entrance  Invert  Unknown 

d. 

Exit  Invert  644.4  (24"  CMP) 

e. 

Emergency  Draindown  Facilities:  Open 

gate 

HYDOMETEOROLOGICAL  GAGES:  None 

a. 

Type  N . A . 

b. 

Location  N.A. 

c. 

Records  N.A. 

MAXIMUM  NON-DAMAGING  DISCHARGE: 


(Lake  Stage  Equal  to  Top  of  Dam)  i 48  c.f.s 
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